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Step 3: Remove retaining snaps for interior 

lining and boot skid plate as located on the 

attached picture (12 total). 

4 of them are along the skid plate, 2 are on each 

side of the bottom recessed area, 1 is in each of the cargo storage wells, and 1 is on each side, just behind where the 

passenger seats usually sit. (access the last one through the rear passenger doors)

RETAINING SNAPS


Microsoft_Office_PowerPoint_Slide1.sldx
Step 3: Remove retaining snaps for interior lining and boot skid plate as located on the attached picture (12 total). 4 of them are along the skid plate, 2 are on each side of the bottom recessed area, 1 is in each of the cargo storage wells, and 1 is on each side, just behind where the passenger seats usually sit. (access the last one through the rear passenger doors)





RETAINING SNAPS





image1.jpeg









* Step 3: Remove retaining snaps for interior
Hiningand boot skid plate s located on the
attached picture (12 toal). oo v






image2.emf
To remove the retaining snaps, insert a flat head screw driver behind the top 

of the snap and pry away from the interior. Once the top is top is removed ½” 

you can remove the snap entirely


Microsoft_Office_PowerPoint_Slide2.sldx
To remove the retaining snaps, insert a flat head screw driver behind the top of the snap and pry away from the interior. Once the top is top is removed ½” you can remove the snap entirely









image1.jpeg







image2.jpeg














